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NASA seeks innovative sensor technologies to enhance success for entry, descent and landing (EDL) operations
on missions to other planetary bodies, including Earth's Moon, Mars, Venus, Titan, Europa, and proximity
operations (including sampling and landing) on small bodies such as asteroids and comets.Â 

Sensing technologies are desired that determine any number of the following:Â 

Terrain relative translational state (altimetry/3-axis velocimetry).
Spacecraft absolute state in planetary/small-body frame (either attitude, translation, or both).
Terrain point cloud (for hazard detection, absolute state estimation, landing/sampling site selection, and/or
body shape characterization).
Atmosphere-relative measurements (velocimetry, pressure, temperature, flow-relative orientation).Â 

NASA also seeks to use measurements made during EDL to better characterize the atmosphere of planetary
bodies, providing data for improving atmospheric modeling for future landers or ascent vehicles.Â 

Successful candidate sensor technologies can address this call by:

Extending the dynamic range over which such measurements are collected (e.g., providing a single surface
topology sensor that works over a large altitude range such as 1m to >10km, and high attitude rates such
as greater than 45 deg/sec).
Improving the state-of-the-art in measurement accuracy/precision/resolution for the above sensor needs.
Substantially reducing the amount of external processing needed by the host vehicle to calculate the
measurements.
Significantly reducing the impact of incorporating such sensors on the spacecraft in terms of Size, Weight,
and Power (SWaP), spacecraft accomodation complexity, and/or cost.
Providing sensors that are robust to environmental dust/sand/illumination effects.
Mitigation technologies for dust/particle contamination of optical surfaces such as sensor optics, with
possible extensibility to solar panels and thermal surfaces for Lunar, asteroid, and comet missions.Â 

For all the aforementioned technologies, candidate solutions are sought that can be made compatible with the
environmental conditions of deep spaceflight, the rigors of landing on planetary bodies both with and without
atmospheres, and planetary protection requirements.Â 

NASA is also looking for high-fidelity real-time simulation and stimulation of passive and active optical sensors for
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computer vision at update rates greater than 2 Hz to be used for signal injection in terrestrial spacecraft system test
beds. These solutions are to be focused on improving system-level performance Verification and Validation during
spacecraft assembly and test.Â 

Submitted proposals should show an understanding of the current state of the art of the proposed technology and
present a feasible plan to improve and infuse it into a NASA flight mission.Â 
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